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Use the hooked end of the edge trim tool to check for 
full adhesion. Do this by sliding it along the top of the 
edge trim to visually verify that the tape is adhered 
to the vehicle surface. Repeat step 49 if tape is not 
fully adhered to the vehicle surface.

Starting at one end, use the fl at edge of the supplied 
edge trim tool to further adhere the edge trim to the 
vehicle surface. Slide the tool along the edge trim 
while pressing it in toward the vehicle surface.

5049

After the red liner is removed, fi rmly press the fl are 
toward the vehicle for 10 seconds to adhere the 
tape to the vehicle surface. Repeat this process for 
the entire length of the fl are. The vehicle surface 
temperature must be between 65-110° F for proper 
adhesion. Allow 24 hours for full adhesion.

48

Peel outer tape liner from the double-tape edge 
trim. Push down lightly on the fender fl are to create 
a small gap between the sheet metal and the edge 
trim. This makes it easier to pull the red liner.

47

Hold fl are in place on fender and start a pan head 
screw into each hole location and through speed clip 
on inner structure and metal frame angle support 
bracket (7 locations). Do not tighten.

45

After all screws have been started, tighten the pan 
head screws by fi rmly pressing the fl are toward the 
vehicle while tightening.

46

Press 
Firmly



Completed front driver’s side fl are installation.

52

Attach one side refl ex refl ector to the side of the 
vehicle by peeling off the adhesive backing and 
pressing it fi rmly onto the cleaned vehicle surface. 
NOTE: Once refl ector has adhered it cannot be 
repositioned.

51

Use a drill with a 5/16” bit to drill through six plastic 
rivets along edge of fl are/splash shield. Discard the 
fl are. Save splash shield for reinstallation.

Using a pry tool or fl at head screwdriver, remove 
any plastic clips still in fender.

5655

Starting at front of fl are, pull fi rmly to release fl are and 
splash shield from fender, working your way to the 
back. You will hear popping noises as clips release. 
It is okay if clips break, they will be discarded.

Using a pry tool, pliers, or fl at head screwdriver, 
remove four plastic fasteners from inside of splash 
shield.

5453

Rear Flare Installation Procedures (Driver’s Side)
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Using a metal hacksaw, pneumatic hand saw, or 
other suitable cutting device, trim the splash shield 
along the marked lines.

After trimming, mark the rear portion of the splash 
shield as shown and trim. NOTE: If trimmed too 
little, fl are won’t fi t; if trimmed to much, shield won’t 
stay behind fl are.
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Remove splash shield. Trace around upper mounting 
tabs with grease pencil as shown. Mounting tabs are 
necessary for reinstallation.

Using sheet metal as a guide, mark the splash shield 
with a grease pencil in preparation for trimming. The 
splash shield should be fl ush with the sheet metal 
after being trimmed. NOTE: If trimmed too little, 
fl are won’t fi t; if trimmed to much, shield won’t stay 
behind fl are.

6059

Hold the splash shield in place using supplied 1/4” 
Panel Retainers through factory holes halfway. 
Do not fully install Retainers, leave them half out. 
They are only used to hold splash shield in place for 
marking. See step 76 for locations.

Thoroughly clean the exposed metal fender with a 
damp cloth then dry.

5857
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Secure inner piece D5 (and P5 for passenger side 
installation) to the sheet metal using the following 
2 STEPS: Step 1 Position inner piece on fender, 
aligning with existing factory holes in sheet metal.

Install a speed clip at each clip location on the inner 
pieces, centering them on the predrilled holes with 
threaded portion on inside. (6 locations) NOTE: 
Clips may slide out of place. Try pinching the metal 
tightly onto the inner piece with pliers.

6867

Locate the fl at fl are rear inner pieces. The driver 
side rear inner pieces are marked D5, D6 & D9. The 
passenger side front inner pieces are marked P5, 
P6 & P9.

Use a drill and 5/16” drill bit to drill through mark 
made on rear mounting tab.

Sand mounting tabs fl at using an angle grinder or 
sand paper.

Place a grease pencil mark 1/8” below the hole on 
the rear mounting tab. 
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Hole 
Locations
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Step 4  Using a 1/2” socket wrench and a 1/2” 
wrench, tighten all bolts until inner piece is snug 
against fender. Do not overtighten: see step 21. 
Inner piece should rest along upper style line 
of sheet metal radius and not below it: see step 
22.

73Upper Style Line

Step 2 While holding the inner piece in place, install  
a plastic push retainer in the rearward three hole 
locations.

71

Step 3 Slide a .700” Washer onto 5/16” Hex Head 
Bolt. Insert a bolt/washer assembly through inner 
fl are piece and fender in frontward two locations and 
secure with 5/16” Nylok Nut. Start the bolts but do 
not tighten.

72

Step 2 While holding the inner piece in place, install  
a plastic push retainer in each hole location. Inner 
piece should rest along upper style line of sheet 
metal radius and not below it: see step 22. NOTE: 
Foam insulation may need to be trimmed out of the 
holes.

69

Secure inner piece D6 (and P6 for passenger side 
installation) to the sheet metal using the following 
4 STEPS: Step 1 Position inner piece on fender, 
aligning with existing factory holes in sheet metal.

70Upper Style 
Line

Secure inner piece D9 (and P9 for passenger side 
installation) to the sheet metal using the following 
2 STEPS: Step 1 Position inner piece on fender, 
aligning with existing factory hole in sheet metal.

74

Hole 
Location



Reinstall modifi ed splash shield using supplied 1/4” 
Plastic Retainers (5 locations).

76

Before installing the outer fl are, make sure that the 
speed clips on the inner pieces are centered over 
the predrilled holes. 

77

Use one supplied alcohol prep pad to clean the 
sheet metal above each inner piece in preparation 
to tape the edge trim to the sheet metal. This must 
be done for proper fl are installation.

78

Peel back 1-2” of red liner on each end of the edge 
trim and bend toward the outside of the fl are.

79
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Place the outer fl are over the inner pieces and push 
until snug against the vehicle surface. Make sure 
splash shield is tucked behind fl are.

80

Step 2  While holding the inner piece in place, install  
a plastic push retainer. Inner piece should rest 
along upper style line of sheet metal radius and 
not below it: see step 22.

75Upper Style Line
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Firmly press the fl are toward the vehicle for 10 
seconds to adhere the tape to the vehicle surface. 
Repeat this process moving along the entire length 
of the fl are. The vehicle surface temperature must 
be between 65-110° F for proper adhesion. Allow 24 
hours for full adhesion.

85

Starting at one end, use the fl at edge of the supplied 
edge trim tool to further adhere the edge trim to the 
vehicle surface. Slide the tool along the edge trim 
while pressing it in toward the vehicle surface.

86

Use a scratch awl (or another pointed tool) to line 
up the speed clips with the outer fl are holes (6 
locations). If needed, use a fl ashlight to better locate 
the speed clips.

81

Peel outer tape liner from the double-taped edge 
trim. Push down lightly on the fender fl are to create 
a small gap between the sheet metal and the edge 
trim. This makes it easier to pull the red liner.

84

After all screws have been started, tighten the pan 
head screws by fi rmly pressing the fl are toward the 
vehicle while tightening.

83

Hold fl are in place on fender and start a pan head 
screw into each hole location and through the speed 
clip on inner structure (6 locations). Do not tighten.

82



Use the hooked end of the edge trim tool to check for 
full adhesion. Do this by sliding it along the top of the 
edge trim to visually verify that the tape is adhered 
to the vehicle surface. Repeat step 86 if the tape is 
not fully adhered to the vehicle surface.

87

Completed rear driver’s side fl are installation.
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